
AIRFREIGHT
UNIT LOAD DEVICES

IATA Code: AAP also named AA2/ XAG/ XAV
USA Code: LD-9

Aircrafts: Boeing B747, B767, B777; DC-10, MD-11;
Airbus A300, A310, A330, A340; Lockheed L1011

Usable volume: 9.0m3/ 320 cu.ft.*
Max. gross weight capacity: Main Deck: 6000 kg/ 13227 Ibs.*

Lower Deck: 4625 kg/ 10194 Ibs.*
External dimensions in cm: 316 x 224 x 162

IATA Code: PLA Half Pallet with net,
also named P9A/ P9B/ P9P/ P9R/ P9S/ PLB/ FLA

USA Code: HP
Aircrafts: Boeing B747, B777

Aircrafts only on Main deck: Boeing B707F, B727F, B737F with contoured load
Usable volume: 7.2m3/ 254 cu.ft.*

Max. gross weight capacity: 3175 kg/ 7000 Ibs.*
External dimensions in cm: 316 x 152 x 162

IATA Code: P6P 10' Flat Pallet with net,
also named P6A/ P6C/ P6Q/ PMA/ PMC/ PMP/ PQP

USA Code: LD-9
Aircrafts: Boeing B747, B767, B777; DC-10, MD-11;

Airbus A300, A310, A330, A340; Lockheed L1011
Usable volume: 11.2m3/ 394 cu.ft.*

Max. gross weight capacity: 6804 kg/ 15000 Ibs.*
External dimensions in cm: 316 x 244 x 162

IATA Code: AAF
USA Code: LD-26

Aircrafts: Boeing B747, B777; DC-10, MD-11; 
Airbus A300, A310, A330, A340; Lockheed L1011

Usable volume: 13.2m3/465 cu.ft.*
Max. gross weight capacity: 6033 kg/ 13300 Ibs.*
External dimensions in cm: 405 x 224 x 162

IATA Code: PGA 20' Flat Pallet with net,
also named P7F/ P7G/ PSG/ P7A/ P7E/ PGA/ PGE/ PGF/ PSA

USA Code: M-6
Aircrafts: Boeing 747 F & B747 Combi

Usable volume: 33m3/ 1195 cu.ft.*
Max. gross weight capacity: 11340 kg/ 25000 Ibs.*
External dimensions in cm: 600 x 242 x 242

IMPORTANT: The specifications given are an indication only. Variations can be found between series and airlines. (*) Weight can
depend on the structural weight limitations of the different pallet/Containers positions in the aircraft.The above ULD-Iist is not
complete; other type of ULDs exist! We only depicted the most common ones.

Please do not hesitate to contact us for additional information: info@gondrand.ch

 



AIRFREIGHT
UNIT LOAD DEVICES

IATA Code: AKC also named AVC/ AVD/ AVK/ AVJ/ AVY
USA Code: LD-1

Aircrafts: Boeing B747, B767, B777; MD-11 & truck
Usable volume: 4.8m3/ 170cu.ft.*

Max. gross weight capacity: 1588 kg/ 3500 Ibs.*
External dimensions in cm: 234 x 152 x 162

IATA Code: DPE also named DPA/ APA/ APE/ DPN
USA Code: LD-2

Aircrafts: Boeing B767 & truck
Usable volume: 3.4m3/ 120cu.ft.*

Max. gross weight capacity: 1225 kg/ 2700 Ibs.*
External dimensions in cm: 155 x 152 x 162

IATA Code: AKE also named AVA/ AVB/ AVC/
AVK/ AVN/ DVA/ DVE/ DVP/ XKS/
XKG/ XKN/ AKN

USA Code: LD-3
Aircrafts: Boeing B747, B767, B777; DC-10, MD-11,

Airbus A300, A310, A330, A340; 
Lockheed L1011 & truck

Usable volume: 4.3m3/ 153cu.ft.*
Max. gross weight capacity: 1588 kg/ 3500 Ibs.*
External dimensions in cm: 200 x 152 x 162

RKN also named RVN

LD-3 Refrigerating Container or LD-3 Reefer
Boeing B747, B767, B777; DC-10, MD-11,
Airbus A300, A310, A330, A340; 
Lockheed L1011 & truck
2.7m3/ 95 cu.ft*
1338 kg/ 2950 Ibs.*
200 x 152 x 162

IATA Code: ALF also named AWA/ AWF
USA Code: LD-6

Aircrafts: Boeing B747, B777; DC-10, MD-11,
Airbus A300, A310, A330, A340; Lockheed L1011

Usable volume: 8.8m3/ 310 cu.ft.*
Max. gross weight capacity: 3170 kg/ 6985 Ibs.*
External dimensions in cm: 405 x 152 x 162

IATA Code: P1P Flat Pallet with net,
also named PAA/ PAG/ PAJ/ PAP/ PIP/ PAX/ P1A/ P1C/ P1D/ P1G

USA Code: LD-7
Aircrafts: Boeing B707F, B727F, B737F, 747, DC-8F, DC-9F, DC-10, MD-11; 

Airbus A300, A310, A340, Lockheed L100, L188
Usable volume: 10.2m3/ 360 cu.ft.*

Max. gross weight capacity: 4626 kg/ 10198 Ibs.*
External dimensions in cm: 316 x 224 x 162

IMPORTANT: The specifications given are an indication only. Variations can be found between series and airlines. (*) Weight can
depend on the structural weight limitations of the different pallet/Containers positions in the aircraft.The above ULD-Iist is not
complete; other type of ULDs exist! We only depicted the most common ones.

Please do not hesitate to contact us for additional information: info@gondrand.ch


